
Combiester |Switch Disconnectors
Airco Switches | Railbox

Fuse Switch Disconnectors|Orion
Minipol | Maxipol

THE CARIBBEAN EDITIONTHE CARIBBEAN EDITION



2

■ DEGREE OF PROTECTION

■ GENERAL MATERIALS
 DEGREE OF PROTECTION
 ENCLOSURE SERIES
 APPLICATION & REFERENCES

 PC   ABS   GRP   AL  SS, AISI 304 Combiester  Painted mild steel 

 Outdoor use   ****  *  *****  ****  ***** *****  **** 

 Indoor use   *****  *****  *****  *****  ***** *****  ***** 

 Cost   ****  *****  **  ***  * ****  ** 

 Light weight   *****  *****  **  *  * *****  * 

 High rigidity   ***  **  ****  ****  ***** ****  ***** 

 Impact resistance   ****  **  ****  ****  ***** ****  ***** 

 UV radiation resistance  ****  *  ****  *****  ***** ****  ***** 

 Temperature resistance range  ****  **  ****  ****  **** ****  **** 

 Easiness to machine  *****  *****  *  *  * *****  ** 

 Insultaion properties  *****  *****  ****  N/A  N/A *****  N/A 

 Fire resistance  ****  *  *  ****  ***** ***  ***** 

 Resistance against solvents  *  *  *****  *****  ***** *****  * 

 Resistance against petrol  ***  *  *****  *****  ***** *****  * 

 Resistance against hydraulic oil  *****  *****  *****  *****  ***** *****  ** 

 Resistance against alcohols  ****  ***  ****  *****  ***** ****  ** 

 Resistance against alkalis  **  *****  ****  *  ***** ***  * 

 Resistance against acids  ***  **  ***  *  **** ***  * 
 
PC = polycarbonate 
ABS = acrylonitrile butadiene styrene
GRP = glass-fi bre reinforced polyester 
AL = polyester powder coated AISI cast aluminium 
SS = stainless steel
 

***** excellent 

****/*** good

** fair 

* poor

N/A = no information available

■ IP and IK Classifi cations

Example IP 67

no protection 0 0 no protection

protected against solid objects over 50 mm e.g.
accidental touch by hands

1 1 protected against vertically falling drops of water

protected against solid objects over 12 mm e.g. 
fi ngers 2 2

rotected against direct sprays of water up to 15 ° 
from the vertical

protected against solid objects over 2,5 mm
(tools + small wires)

3 3 protected against sprays to 60° from the vertical

protected against solid objects over 1 mm
(tools + small wires)

4 4
protected against water sprayed from all directions – 
limited ingress permitted

protected against dust – limited ingress permitted 
(no harmfull deposit.)

5 5
protected agains low pressure jets of water from all 
directions -  limited ingress permitted

totally protected against dust 6 6
protected against strong jets of water e g for use on 
shipdecks - limited ingress permitted

7
protected against the affects of immersion between 
15 cm and 1 m

8
protected against long periods of immersion under 
pressure
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■ COMBIESTER System

■ High Impact Resistance boxes, moulded from GPR  
 (glass-fi bre reinforced polyester) with easy mechaniza- 
 tion, no special tools required.

 The range is composed of several enclosures with modular dimensions 
 which, with the use of suitable accessories, can be adapted to many 
 different uses: from single-box equipment to a complete panel-board.

■ TECHNICAL FEATURES

Glass fi bre reinforced polyester

Colour RAL7035

Degree of protection
IP66 individual boxes, IP55 in cabinets
IEC 60529

Impact resistance 10 Joules (IK09) - IEC 62262

Operating temperate -50 °C up to +150 °C

Double insulation
Excellent protection against contacts
IEC 60439-1

Thermal class Up 120 °C - IEC 60085

Self-extinguishable 960° glow wire toot - IEC 60695-2-10

Weather proof Resistant to climate changes

Halogen free yes

Approvals and certifi cations UL, CSA, CE

■ BOXES

Dimensions (mm)  Polyester box & transparent 
smoked tinted cover

Polyester box & transparent 
polycarbonate cover

Polyester box & opaque 
polycarbonate cover

Polyester box & opaque 
polyester coverExternal

H W D Type Type Type Type

270 180 141 E2718LF E2718L E2718LO -

270 180 171 E2718F E2718 E2718O E2718UP

270 270 171 E2727F E2727 E2727O E2727UP

270 360 171 E2736F E2736 E2736O E2736UP

270 360 201 E2736HF E2736H  E2736HO -

360 180 171 E3618F E3618  E3618O -

360 360 171 E3636F E3636  E3636O -

360 360 201 E3636HF E3636H  E3636HO -

540 270 171 E5427F E5427  E54327O E5427UP

540 270 201 E5427HF E5427H  E5427HO -

540 360 171 E5436F E5436  E5436O -

540 360 201 E5436HF E5436H  E5436HO E5436UP

540 540 171 E5454F E5454 E5454O -

540 540 201 E5454HF E5454H E5454HO -

720 360 201 E7236HF E7236H E7236HO -

720 540 201 E7254HF E7254H E7254HO -

End cover

Busbar support

Coupling piece

Depth insert

Cable box

COMBIESTER
System
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■ MOUNTING PLATES

Dimensions Polyester Pertinax Metal

270 x 180 KGP432 KG432 KGM432

270 x 270 KGP433 KG433 KGM433

270 x 360 KGP434 KG434 KGM434

360 x 180 KGP442 KG442 KGM442

360 x 360 KGP444 KG444 KGM444

540 x 270 KGP463 KG463 KGM463

540 x 360 KGP464 KG464 KGM464

540 x 540 KGP466 KG466 KGM466

720 x 360 KGP484 KG484 KGM484

720 x 540 KGP486 KG486 KGM486

■ CABLE ENTRY BOX

Type 3 opening

closed E403

1 x M60 E403 / 160

2 x M60 E403 / 260

Type 4 opening

closed E404

1 x M60 E404 / 160

2 x M60 E404 / 260

3 x M60 E404 / 360

2 x M80 E404 / 280

■ INCREASING DEPTH FLANGES

Increasing depth of boxes, between base and cover

540 x 270 x 62 KR463

540 x 360 x 62 KR464

540 x 540 x 125 KR466

360 x 270 x 62 KR434

360 x 360 x 62 KR444

■ VANTILATION VALVE

For air circulation inside enclosure to avoid condensation

Vent valve - smal DV      (ø 19 mm drill)

Vent valve - large DVG    (ø 29 mm drill)

Drain valve DP

■ MANUAL AND SCREWDRIVER OPERATION

Manual Operation

Grey Y400 H-4   RAL7035

Blue Y400 H-4   RAL5003

Screwdriver Operation

Grey Y400 S-4   RAL7035

Blue Y400 S-4   RAL5003

Grey Y400 S-6   RAL7035

Blue Y400 S-6   RAL5003

■ HINGE SET

Hinge set, between box and cover

Hinge set (2 pcs/set) KK

Hinged cover screws KI

■ WALL MOUNTING BRACKETS

Metal wall brackets

4 metal wall brackets OF400

COMBIESTER
System
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■ POSSIBLE STANDARD OPENINGS FOR EACH BOX

Dimensions Height Per Side Per Side

270 x 180    141/171 1 x No. 3 1 x No. 2

270 x 270    171 1 x No. 3 1 x No. 3

270 x 360    171/201 1 x No. 3 1 x No. 4, or 2 x No. 2

360 x 180    171 1 x No. 4, or 2 x No. 2 1 x No. 2

360 x 360    171/201 1 x No. 4, or 2 x No. 2 1 x No. 4, or 2 x No. 2

540 x 270    171/201 2 x No. 3 1 x No. 3

540 x 360    171/201 1 x No. 4, or 2 x No. 2 1 x No. 4, or 2 x No. 2

540 x 540    171/201 2 x No. 3 2 x No. 3

720 x 360    201 2 x No. 4, or 4 x No. 2 1 x No. 4, or 2 x No. 2

720 x 540    201 2 x No. 4, or 4 x No. 2 2 x No. 3

■ END COVERS

End cover, inside assembly, including screws

Opening Type

size 2 U402

size 3 U403

size 4 U404

■ ACCESSORIES

Coupling fl ange

Opening Type

size 2 U420

size 3 U430

size 4 U440

Busbar support
(at the end, you can assembly an End cover)

Type Opening Amps

R430/4 15 x 4 mm 250 A

R430/8 15 x 8 mm 400 A

R430/16 15 x 16 mm 630 A

R430/24  15 x 24 mm 800 A

The knock-out(s) can be made on request. 
The standard opening can be done easily with a hand-drill.

COMBIESTER
System
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AIRCO
Switch

■ AIRCO SWITCH

The new KT11V enclosure is characterized by high UV-resistance and available 
with cover interlock (open at 9 o'clock). The compact design fulfi lls all require-
ments in practice and complies with the protection degree IP66/67. 

The enclosure is made of strong durable plastic and has increased wiring space. 
Two M25 treaded conduit entries are placed on top and bottom. One M20 treaded 
conduit entry is placed lateral left and right. The enclosure is equipment with 
ground and neutral terminal.

Also available with EMC plate for use to continue the cable shield circuit through 

enclosure.

No. of poles Amps Rating AC23/440 V Type

2 16 A 7,5 kW KF16 T102/33 KT11V

3 16 A 7,5 kW KF16 T103/33 KT11V

4 16 A 7,5 kW KF16 T104/33 KT11V

2 20 A 10 kW KF20 T102/33 KT11V

3 20 A 10 kW KF20 T103/33 KT11V

4 20 A 10 kW KF20 T104/33 KT11V

2 25 A 12 kW KF25 T102/33 KT11V

3 25 A 12 kW KF25 T103/33 KT11V

4 25 A 12 kW KF25 T104/33 KT11V

2 32 A 16 kW KF32 T102/33 KT11V

3 32 A 16 kW KF32 T103/33 KT11V

4 32 A 16 kW KF32 T104/33 KT11V

No.
of poles

Amps
Rating
AC23/440V

incl. 2
cable glands

incl. 2
blind plug

Type

2 20 A 7,5 kW M20 M20 KNBOX NLBW2P20

4 20 A 7,5 kW M20 M20 KNBOX NLBW4P20

2 25 A 11 kW M20 M20 KNBOX NLBW2P25

4 25 A 11 kW M20 M20 KNBOX NLBW4P25

2 32 A 15 kW M20 M20 KNBOX NLBW2P32

4 32 A 15 kW M20 M20 KNBOX NLBW4P32

■ FIRE SWITCH

One box for 6 different versions 20A - 25A - 32A

Very easy installation (quick installation)

Captive terminal screws

Neon equipment and facilities that are diffi cult to reach or sub-part of the state 
structure should be provided with a fi re switch

If there are multiple neon display devices directly mounted, these must be pro-
vided with a central fi re switch.

Neon Equipment and facilties that do not meet the requirements of Art. 773 
paragraph 3.2 of BS 1010 should always be provided with a fi re switch.

FIRE
Switch
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■ DISCONNECT SWITCHES IN KNBOX ---> KNBS

No. of 
poles

Amps Conduit entries
Dimension

in mm
Type

3 125 A top-bottom 360x270x171 KNBS 125/3 

4 125 A top-bottom 360x270x171 KNBS 125/4 

3 160 A top-bottom 360x270x171 KNBS 160/3 

4 160 A top-bottom 360x270x171 KNBS 160/4 

3 250 A top-bottom 540x360x171 KNBS 250/3 

4 250 A top-bottom 540x360x171 KNBS 250/4 

3 400 A top-bottom 720x540x201 KNBS 400/3 

4 400 A top-bottom 720x540x201 KNBS 400/4 

3 500 A top-bottom 720x540x203 KNBS 500/3 

4 500 A top-bottom 720x540x205 KNBS 500/4 

3 630 A top-bottom 720x540x207 KNBS 630/3 

4 630 A top-bottom 720x540x209 KNBS 630/4 

3 800 A top-bottom 800x600x300 KNBS 800/3 

4 800 A top-bottom 800x600x300 KNBS 800/4 

3 1000 A top-bottom 800x600x300 KNBS 1000/3 

4 1000 A top-bottom 800x600x300 KNBS 1000/4 

3 1600 A top-bottom 800x600x300 KNBS 1600/3 

4 1600 A top-bottom 800x600x300 KNBS 1600/4 

■ 1 - 0 - 2 SWITCHES IN KNBOX ---> KNBOS

No. of 
poles

Amps Conduit entries
Dimension

in mm
Type

3 125 A top-bottom 360x270x171 KNBOS 125/3 

4  125 A top-bottom 360x270x171 KNBOS 125/4 

3 160 A top-bottom 360x270x171 KNBOS 160/3 

4 160 A top-bottom 360x270x171 KNBOS 160/4 

3 250 A top-bottom 540x360x171 KNBOS 250/3 

4 250 A top-bottom 540x360x171 KNBOS 250/4 

3 400 A top-bottom 720x540x201 KNBOS 400/3 

4 400 A top-bottom 720x540x201 KNBOS 400/4 

3 500 A top-bottom 720x540x203 KNBOS 500/3 

4 500 A top-bottom 720x540x205 KNBOS 500/4 

3 630 A top-bottom 720x540x207 KNBOS 630/3 

4 630 A top-bottom 720x540x209 KNBOS 630/4 

3 800 A top-bottom 800x600x300 KNBOS 800/3 

4 800 A top-bottom 800x600x300 KNBOS 800/4 

3 1000 A top-bottom 800x600x300 KNBOS 1000/3 

4 1000 A top-bottom 800x600x300 KNBOS 1000/4 

3 1600 A top-bottom 800x600x300 KNBOS 1600/3 

4 1600 A top-bottom 800x600x300 KNBOS 1600/4 

LOAD BREAK 
SWITCHES

125 to 1600 A
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■ CONNECTION ENCLOSURE

■ 4 RAILS AND 5 RAILS

For switch boxes with opening type 4• 
Suitable for max. 800 A• 
Applicable for termination of 3P parallel cable, max. 120 mm       • 
or 2x185mm2
Enclosure provided with 4 or 5 terminal bars. Each terminal is • 
equipped with 3 freely, movable M10 connection bolts
Protection rating of the busbar terminal enclosure is IP66• 

Type

4 rails KNBOX A434F/4

5 rails KNBOX A434F/5

■ POWER DISTRIBUTION ENCLOSURES WITH 
 ISOCOUPES 63A SIDE-OPENING

Per powergroup: 3 Isocoupe  D-fuse bases• 
Per enclosure: busbar for-phase + neutral + earth• 

Description Type

2 x 63 A Power groups KNBOX GK 442B

3 x 63 A Power groups KNBOX GK 443B

4 x 63 A Power groups KNBOX GK 444B

 

■ FUSE ENCLOSURES, WITH FUSE BASES ISODIN

Blade contacts type fuse bases = type Isodin, 160/250A• 
Partitions between the fuse bases• 

Fuse enclosure, with fuse bases Isodin

Type

3 x 160 A KNBOX VKH 160/3

3 x 250 A KNBOX VKH 250/1

3 x 250 A KNBOX VKH 250/1H

3 x 400 A KNBOX VKH 400/1H

CONNECTION
Enclosure
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■ NH FUSE SWITCH

 

■ SWITCH AND FUSE ENCLOSURES WITH TRENNER SWITCHES

With the enclosed trenner switch type Wöhner offers a complete range 
of trenner switches for application in Combiester.

The trenner switches in Combiester are 3-pole and suitable for fuses in 
accordance with DIN 43620 (size 00 up to 2).

 

 

Panel Mounting

No. of poles Amps Description Type

3 125 A Cross Link Breaker 000 KNBOX 3P125A

3 160 A Cross Link Breaker 00 KNBOX 3P160A

3 250 A Cross Link Breaker 1 KNBOX 3P250A

3 400 A Cross Link Breaker 2 KNBOX 3P400A

3 630 A Cross Link Breaker 3 KNBOX 3P630A

Connection for busbars

No.
of poles

Amps Description Type
 mm

system

3 125 A Cross Link Breaker 000 KNBOX 3P125AR 60 mm

3 160 A Cross Link Breaker 00 KNBOX 3P160AR 60 mm

3 250 A Cross Link Breaker 1 KNBOX 3P250AR 60 mm

3 400 A Cross Link Breaker 2 KNBOX 3P400AR 60 mm

3 630 A Cross Link Breaker 3 KNBOX 3P630AR 60 mm

■ FEEDER ENCLOSURE

Feeder enclosures are designed of sidelong assembled enclosed trenner 
switch with intergrated busbar system.

Feeder enclosures

No. of poles Amps Description Type

3 160/250 A rail KNBOX VK 160/250

■ SWITCH ENCLOSURE

Switch and fuse enclosure with trenner switches complete with busbar 
system.

Switch and fuse enclosures with trenner switch

No. of poles Amps Description Type

2 x 3P 160 A Cross Link Breaker 00 KNBOX VHK 2 x 160 A

2 x 3P 250 A Cross Link Breaker 01 KNBOX VHK 2 x 250 A

1 x 3P 250 A Cross Link Breaker 01 KNBOX VHK 1 x 250 A

1 x 3P 400 A Cross Link Breaker 02 KNBOX VHK 1 x 400 A

1 x 3P 630 A Cross Link Breaker 03 KNBOX VHK 1 x 630 A

SWITCH AND FUSE
System
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■ CABLE DISTRIBUTION System

■ CABLE DISTRIBUTION CABINETS

Cable distribution cabinets are used where energy has to be distributed. 

The cabinets are made of weatherproof Polyester and offer permanent protec-

tion against the weather. They are autoextingishing.

The cabinets has been provided with NH bus-mounting fuse 

switch-disconnector, 160 A.

Type

4 groups 160 A KNBOX 4VDK160A

6 groups 160 A KNBOX 6VDK160A

10 groups 160 A KNBOX 10VDK160A

■ ENCLOSURES FOR INSTALLATION OF KWH-METERS

W Dimensions (mm) Type

1 551 x 275 x 200 KNBOX KWH1

2 515 x 532 x 234 KNBOX KWH2

3 525 x 694 x 234 KNBOX KWH3

CABLE
DISTRIBUTION 
System
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■ ORION System

As a partner, Orion, is using the Kraus & Naimer cam switches for their high-
security key switches.
As with all Orion key switches, the aluminium cover has a mechanical shift block 
to prevent forced entry. 
The cable can be led into the switch from either the bottom, upper side or behind 
as needed. 

The built-in switch is renouned for its quality and durability. These switches are 
available with one or two way momentary / maintained functions. 

European cylinders manufactured according DIN 18252. The aluminium plate can 
be printed on request with an inedible multicolour company plate, name of logo.

The key switches are ideal for surface or fl ush installation due to the interchan-

geable aluminium.

Type Switch Amps.  Description Programm

APB 1-2R/16A CA10 A210 16 A wall mounting 1-0-2

APB 1-2T/16A CA10 A214 16 A wall mounting tip-0-tip

APB 1-1T/16A CA10 A175 16 A wall mounting 0-tip

APB 1-1R/16A CA10 A200 16 A wall mounting 0-1

UPRA 1-2R/10A CA4 A210 10 A plaster dept 1-0-2

UPRA 1-2T/10A CA4 A214 10 A plaster dept tip-0-tip

UPRA 1-1T/10A CA4 A175 10 A plaster dept 0-tip

UPRA 1-1R/10A CA4 A200 10 A plaster dept 0-1

The Orion key switch is especially interesting due to the following:

■ easy to mount

■ minimum depth due to its slim design

■ one- or two way momentary function

■ mechanical anti crime device
 

■ standard half-cylinder DIN 18252

■ system IP 55 tested

■ the aluminium frontplate provides enough space for company names
of logos

ORION
System
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MINIPOL
System

■ MINIPOL System

■ AN INSULATED ENCLOSURE SYSTEM FOR A COMPLETE 
RANGE OF DISTRIBUTION, REGULATION AND CONTROL 
APPLICATIONS.

A system of cabinets made of hot moulded fi breglass reinforced polyester 
(GRP). The cabinets are halogen free. They can be used in all kinds of 
communication, electrical, pneumatical and hydraulical installations. 
A one piece base provides optimal space and helps to increase the units 
resistance to impact.
180° door opening. Corrosion free.
The cabinets offer optimal security for humans and animals because of 
the double isolation characteristics of the material.

 
■ TECHNICAL FEATURES

Hot moulded fi breglass reinforced polyester

Colour RAL7035

Degree of protection IP66 individual boxes, IP in cabinets IEC 60529

Impact resistance IK10 20J according to IEC 62262

Double insulation According to IEC 60439-1

Thermal class E 150 °C, according to IEC 60085

Self-extinguishable 960° according to IEC 60695-2-10

Weather proof Resistant to climate changes

Halogen free yes

Approvals and certifi cations UL, CSA, CE

 

■ STANDARD LOCK 2 X DOUBLE BIT DIN 3.0 MM

Dimension (mm) Grey cover Transparent cover

H W D Type Type

300 250 140 MIP-325  MIP-325PT

400 300 200 MIP-43 MIP-43PT

400 400 200 MIP-44 MIP-44PT

500 400 200 MIP-54 MIP-54PT

600 400 230 MIP-64 MIP-64PT

600 500 230 MIP-65 MIP-65PT

800 600 300 MIP-86 MIP-86PT

 1 X DOUBLE BIT DIN 3.0 MM

■ THREE POINT CLOSING DEVICE WITH SWING HANDLE,
 1X DOUBLE BIT DIN 3.0 MM

Dimension (mm) Grey cover Transparent Cover

H W D Type Type

400 300 200 MIP-43/3p ekdin MIP-43PT/3p ekdin

400 400 200 MIP-44/3p ekdin MIP-44PT/3p ekdin

500 400 200 MIP-54/3p ekdin MIP-54PT/3p ekdin

600 400 230 MIP-64/3p ekdin MIP-64PT/3p ekdin

600 500 230 MIP-65/3p ekdin MIP-65PT/3p ekdin

800 600 300 MIP-86/3p ekdin MIP-86PT/3p ekdin
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MINIPOL
System

■ BASEPLATES

Enclosure Polyester base plate Metal base plate

Type Art.no. Art.no.

MIP-325 PBP-0325 PBMG-0325

MIP-43 PBP-0430 PBMG-0430

MIP-44 PBP-0440 PBMG-0440

MIP-54 PBP-0540 PBMG-0540

MIP-64 PBP-0640 PBMG-0640

MIP-65 PBP-0650 PBMG-0650

MIP-86 PBP-0860 PBMG-0860

■ ACCESSORIES

Description Order Number

Manual lock with key lock (2 keys) PCM

Double bit DIN 3.0 mm PDB

Triangular screw 11 mm. PTT

Ventilation device DV

Set of 4 adjustable brackets POF

Wall fi xing set TF-MIP

 

■ INTERIOR DOOR

An inner door is available as an accessory which allows us the mounting 
of devices on the inner door.
Outer doors with transparent windows are also available.

■ CHASSIS

Chassis for the fi tting of 
modular devices

Artikelnumber
NUMBER OF
MODULES

NUMBER OF FILES

Made of a chassis,die 
cast plates and DIN

MIP-43/CH24 24 2 x 12

MIP-44/CH36 36 2 x 18

MIP-54/CH54 54 3 x 18

MIP-64/CH54 54 3 x 18

MIP-65/CH69 69 3 x 23

MIP-86/CH116 116 4 x 29

MIP-86/CH145 145 5 x 29
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■ MAXIPOL System

■ THIS VERSATIL RANGE OF MODULAR ENCLOSURES 
COMES IN TWO STANDARD DEPTHS.

The cabinets are available in 300 and 420 mm depths.
The sizes range from a minimum of 500 x 500 mm, which can be ex-
tended in multiples of 250 mm.

A system of cabinets made of hot moulded fi breglass reinforced polyes-
ter (GRP), halogen free and can be used in all kinds of communication, 
electrical, pnuematical and hydraulical installations. 

  

■ The internal hinges allow the door to be opened 105°. The external 
hinges give a door opening angle of 180° and allow the door to be lifted 
off its hinges without the need for tools, but only when the door has 
been opened.

■ Possibility to put doors on both sides. Plain, with relief lines, trans-
parent or a polycarbonate transparant window. 
Hinges are usually fi tted on the right but may also be fi tted on the left 
on demand.

 

■ TECHNICAL FEATURES

Hot moulded fi breglass reinforced polyester (GRP)

Colour RAL7035

Degree of protection IP55 according IEC 62262

Impact resistance IK10 20J according IEC 62262

Double insulation Excellent protection according IEC 60439-1

Thermal class E 150 °C, according to IEC 60085

Self-extinguishable 960° according to IEC 60695-2-10

Weather proof Resistant to climate changes

Halogen free yes

Approvals and certifi cations CE

■ WIDE RANGE OF ACCESSORIES

MAXIPOL
System
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■ TYPICAL COMBINATIONS

 TYPE: CC

 Cabinet with fl at top. Closed bottom IP55.

Dimensions
(mm)

300 Depth 420 Depth

H W Type Type

500 500 MP-223CC MP-224CC

500 750 MP-233CC MP-234CC

750 500 MP-323CC MP-324CC

750 750 MP-333CC MP-334CC

750 1.000 MP-343CC MP-344CC

1.000 500 MP-423CC MP-424CC

1.000 750 MP-433CC MP-434CC

1.000 1.000 MP-443CC MP-444CC

1.250 500 MAP-523CC MAP-524CC

1.250 750 MAP-533CC MAP-534CC

Other dimensions available on request

 TYPE: TVC

 Cabinet with canopy roof. Closed bottom IP43. (IP55 on request)

Dimensions
(mm)

300 Depth 420 Depth

H W Type Type

500 500 MP-223TVC MP-224TVC

500 750 MP-233TVC MP-234TVC

750 500 MP-323TVC MP-324TVC

750 750 MP-333TVC MP-334TVC

750 1.000 MP-343TVC MP-344TVC

1.000 500 MP-423TVC MP-424TVC

1.000 750 MP-433TVC MP-434TVC

1.000 1.000 MP-443TVC MP-444TVC

1.250 500 MAP-523TVC MAP-524TVC

1.250 750 MAP-533TVC MAP-534TVC

Other dimensions available on request

 BASE PLATES

Base plates Polyester Metal

Type Article nr. Article nr.

MP-223 PBP-22 PBM-22

MP-233 PBP-23 PBM-23

MP-323 PBP-32 PBM-32

MP-333 PBP-33 PBM-33

MP-343 PBP-34 PBM-34

MP-423 PBP-42 PBM-42

MP-433 PBP-43 PBM-43

MP-443 PBP-44 PBM-44

MAP-523 PBP-52 PBM-52

MAP-533 PBP-53 PBM-53

MAXIPOL
System
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